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DESCRIPTION
BLACK ZINC is a 98.5% purity galvanised primer. Black Zinc produces a nice semi 
gloss finish. Ideal for vehicle chassis.

DIRECTIONS FOR USE
BLACK ZINC is ideal to repair and colour match hot dipped galvanised beams, rails, Armourguard, anywhere you want to match 
after repairs. Ideal touch up after welding and braising.  Produces a nice semi gloss finish. Ideal for truck and trailer repairs.

TECHNICAL DATA
FORM: Aerosol FLASH POINT: >10oC
ODOUR: Nil FLAME EXTENSION: N/A
COLOUR: SIlver SOLUBILITY IN WATER: No
DETERGENCY: N/A SPECIFIC GRAVITY: 1.1
TOXICITY: Non Toxic %VOLATILE BY VOLUME: 50%
WETTING ABILITY: N/A pH: N/A
STORAGE ABILITY: 2 Years PROPELLANT: Hydrocarbon
COLD STABILITY: Stable EVAPORATION RATE: N/A
PHOSPHATES: Nil BIODEGRADABILITY: No

For further information contact Minehan Agencies (07) 4774 4626.

APPLICATIONS
For use by Metal Fabricators, Councils, Railways and most workshops.

For use in general touch up work.


