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DESCRIPTION
Fleetmaster Extra is a heavy duty vehicle and equipment cleaner. Industrial use 
recommended. Fleetmaster Extra is ideal for use before painting earthmoving 
equipment.

DIRECTIONS FOR USE
Truck and Fleet Washing

Dilute 1 part Fleetmaster Extra in 5 parts water or stronger according to nature and build up of road grime.

Equipment Degreasing

1 part Fleetmaster Extra with 2 parts solvent.

TECHNICAL DATA
FORM: Liquid	 FLASH POINT: N/A
ODOUR: Faint	 BOILING PONT: 100°C+
COLOUR: Green	 SOLUBILITY IN WATER: 100%
DETERGENCY: Excellent	 SPECIFIC GRAVITY: 1.08-1.09g/ml
TOXICITY: Non-Hazardous	 %VOLATILE BY VOLUME: 70%
WETTING ABILITY: Excellent	 pH: 10
STORAGE ABILITY: 1 Year	 VISCOSITY: Medium
COLD STABILITY: Do not freeze	 EVAPORATION RATE: Slow
PHOSPHATES: <5%	 BIODEGRADABILITY: Yes

For further information contact Minehan Agencies (07) 4774 4626.

APPLICATIONS

Fleetmaster Extra is designed to remove heavy road film with minimal agitation. 
Fleetmaster Extra breaks the electrostatic bond of heavy metals, ie: lead, zinc, 
copper, bauxite and normal road film commonly found in Australia. Emulsifies grease, 
oil and dirt. Fleetmaster Extra has effective corrosion inhibitors to stop rust in chassis 
seams etc.


