
GREASE & ODOUR CONTROL
SEWERAGE DEODORISER AND DEGREASER

October 2010
Technical Data Report

DESCRIPTION
GREASE & ODOUR CONTROL is a powerful product for the control of grease and 
odour associated with sewerage etc. It goes to the source of objectionable odours 
and eliminates sulphides at their source. GREASE & ODOUR CONTROL will flush 
cockroaches out of trickling filters, thus allowing for easy removal with insecticides 
such as natural pyrethrum.

GREASE & ODOUR CONTROL helps eliminate odour from lagoons or where waste 
effluent collects. It will eliminate odour and controls flies around sludge beds at 
sewage treatment plants.

APPLICATIONS
Sewage Treatment Plants, Pump Stations, Grease Traps and Garbage Trucks.

DIRECTIONS FOR USE
Dilution of up to 1 part GREASE & ODOUR CONTROL to 100 parts of water forms a white emulsion liquid.

GREASE & ODOUR CONTROL may be dripped into sewerage systems to control odour around collection points.

Importantly, GREASE & ODOUR CONTROL will not harm bacteria in septic systems.

TECHNICAL DATA
FORM: Liquid FLASH POINT: 71°C
ODOUR: Strong solvent BOILING POINT: 105°
COLOUR: Clear brown to green SOLUBILITY IN WATER: Emulsion
SPECIFIC GRAVITY: 1.07 DETERGENCY: Excellent
TOXICITY: Poison S6 %VOLATILE BY VOLUME: 100
WETTING ABILITY: Saturates pH: N/A
STORAGE ABILITY: 2 years VISCOSITY: Medium
STABILITY: Stable EVAPORATION RATE: Slow
PHOSPHATES: N/A BIODEGRADABILITY: No

For further information contact Minehan Agencies (07) 4774 4626.


