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DESCRIPTION
HIGH FLASH QUICK BREAK DEGREASER is a low flammability hydrocarbon 
solvent ideal for degreasing all types of machinery.

DIRECTIONS FOR USE
Apply HIGH FLASH QUICK BREAK DEGREASER by spraying or mopping to surface to be cleaned. Allow product to penetrate 
for 5-10 minutes then rinse off with pressure washer.

Works very effectively through Oil Separators.

TECHNICAL DATA
FORM: Liquid FLASH POINT: >62°C
ODOUR: Kerosene FLAME EXTENSION: Not Flammable
COLOUR: Pale yellow SOLUBILITY IN WATER: Immiscible with water
DETERGENCY: Low SPECIFIC GRAVITY: 0.80g/ml
TOXICITY: Poison S5 %VOLATILE BY VOLUME: 99%
WETTING ABILITY: N/A pH: N/A
STORAGE ABILITY: 1 year + PROPELLANT: N/A
COLD STABILITY: Good EVAPORATION RATE: Slow
PHOSPHATES: Nil BIODEGRADABILITY: Yes

For further information contact Minehan Agencies (07) 4728 9752.

APPLICATIONS
Heavy Industry, Mining, Railways, Municipalities, Bus and Truck Companies, 
Engineering Workshops - drag lines, and Workshops.

Do not use on electrical equipment.


