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DESCRIPTION
TRUCK & WAX is a unique blend of surfactants and wetting agents. It dissolves 
grease, grime, dirt, exhaust pollutant, etc. TRUCK & WAX is biodegradable, has a 
neutral pH and is phosphate free.

LABEL INFORMATION
DIRECTIONS FOR USE
Dilute 1 part with 5 parts clean water for use on engines, chassis, tyres, truck trays etc.

Dilute 1 part with 10-15 parts clean water for cars, truck cabs and paintwork.

Apply preferably by low pressure spray. Let it penetrate for 3-5 minutes. May be allowed to dry, then hose or pressure rinse with 
clean water starting from the bottom and working in an upwards direction.

TECHNICAL DATA
FORM: Liquid FLASH POINT: Not combustible
ODOUR: Nil FLAME EXTENSION: N/A
COLOUR: Yellow/Gold SOLUBILITY IN WATER: Limited
DETERGENCY: Low SPECIFIC GRAVITY: 1.1g/ml
TOXICITY: Low %VOLATILE BY VOLUME: 70%
WETTING ABILITY: Good pH: 9
STORAGE ABILITY: 1 year + PROPELLANT: Nil
COLD STABILITY: Good EVAPORATION RATE: Slow
PHOSPHATES: Nil BIODEGRADABILITY: Yes

For further information contact Minehan Agencies (07) 4774 4626.

APPLICATIONS
For washing trucks, cars and bikes.

PROTECTS Washes and gives a coat of carnuba was to help protect paintwork.
SHINES Vehicles will have a brighter appearance when washed with
 TRUCK & WAX
SAVES TIME Now your vehicle will be much easier to clean.
 Saves up to 30% washing time.


